Job/Project: $\qquad$
Ref/Tag: $\qquad$

# Style 8101 Rubber Slip-On Sleeve <br> Sizes 1 1/2" [DN40]-12" [DN300] | 8101-0000-3.16 



Operational Parameters (customer specified)


| SIZE |  |  | MOVEMENT (non-concurrent) |  |  | PRESSURE |  |
| :---: | :---: | :---: | :---: | :---: | :---: | :---: | :---: |
| Size ID <br> in [mm] | Actual ID in [mm] | Over-All Length O.A.L. <br> in [mm] | Comp. <br> in [mm] | $\begin{gathered} \text { Ext. } \\ \text { in [mm] } \end{gathered}$ | Lateral in [mm] | Pressure psig [barg] | Vacuum in-Hg [barg] |
| 1 1/2 [40] | $115 / 16$ [49] | 8 [203] | $13 / 4$ [44] | 3/4 [19] | 3/4 [19] | 90 [6.2] | 15 [-0.5] |
| 2 [50] | $23 / 8$ [60] | 8 [203] | $13 / 4$ [44] | 3/4 [19] | 3/4 [19] | 90 [6.2] | 15 [-0.5] |
| $21 / 2$ [65] | $27 / 8$ [73] | 8 [203] | $13 / 4$ [44] | 3/4 [19] | 3/4 [19] | 90 [6.2] | 15 [-0.5] |
| 3 [80] | 3 1/2 [89] | 8 [203] | $13 / 4$ [44] | 3/4 [19] | 3/4 [19] | 90 [6.2] | 15 [-0.5] |
| 4 [100] | $41 / 2$ [114] | 8 [203] | $13 / 4$ [44] | 3/4 [19] | 3/4 [19] | 90 [6.2] | 15 [-0.5] |
| 5 [125] | $59 / 16$ [141] | 8 [203] | $13 / 4$ [44] | 3/4 [19] | 3/4 [19] | 50 [3.4] | 15 [-0.5] |
| 6 [150] | $65 / 8$ [168] | 8 [203] | $13 / 4$ [44] | 3/4 [19] | 3/4 [19] | 50 [3.4] | 15 [-0.5] |
| 8 [200] | $85 / 8$ [219] | 8 [203] | $13 / 4$ [44] | 3/4 [19] | 3/4 [19] | 35 [2.4] | 15 [-0.5] |
| 10 [250] | $103 / 4$ [273] | 8 [203] | $13 / 4$ [44] | 3/4 [19] | 3/4 [19] | 35 [2.4] | 15 [-0.5] |
| 12 [300] | 123/4 [324] | 8 [203] | $13 / 4$ [44] | 3/4 [19] | 3/4 [19] | 35 [2.4] | 15 [-0.5] |

Available in split-wrap, multiple arches, custom offsets and face-to-face dimensions, sizes not shown and reducing arrangements.
Contact General Rubber Corporation for full product specifications, Warnings and installation instructions.
(C) 2016 General Rubber Corporation, All Rights Reserved

